CNC ALUMINUM THREADED HPA FRONT HOUSING (WOLVERINE REAPER GEN2 - AEG)

(NOT INCLUDED)

TURN COUNTER-CLOCK WISE (CCW) DIRECTION
TO DISASSEMBLE THE HPA FRONT HOUSING

PERFORM BB DROP TEST!

- Drop a BB into the feed tube. With the nozzle retracted, the BB
should remain positioned between the bucking lip and the nozzle tip
- Check the nozzle length and shimming to ensure proper air sealing
and reliable feeding performance

MAXX MODEL PRODUCTS, INC. COPYRIGHT © 2026
THREADED HPA FRONT HOUSING (WOLVERINE REAPER GEN2 - AEG) ITEM| PART NUMBER DESCRIPTION ory
INSTALLATION 1_| MX-HPA004WR2| THREADED HPA FRONT HOUSING (REAPER GEN2 - AEG) 1
2 | 1013T075BSP 10x13x0.75MM BRASS SPACER 1
3 | 1013T125BSP 10x13x1.25MM BRASS SPACER 1
WOLVERINE REAPER GEN2 HPA ENGINE 4 | 95115C10870 9.5X11.5X1MM 70 BUNA ORING 2

- TURN THE MAXX HOPUP CHAMBER
CLOCKWISE (CW) TO TIGHTEN FIRMLY
AND MAINTAIN VERTICAL ALIGNMENT

- CAUTION: DO NOT COMPRESS THE
O-RING MORE THAN 1-1/4 TURNS (450°)
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' Apply Silicone grease T Tighten firmly, do not overtighten
‘N

CAUTION: Please check your model carefully before operation!
REV. MX-HPA004WR2-260826-01
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